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3. TECHNICAL DATA

Motor 2,2 kW

Electrical requirement 230V, single phase

Fuse 16 A

Speed by frequency inverter changeable

Capacity 4-8 1/min

Pump pressure Max 80 bar

Hose 5/8” 15m

Nozzle standard 647
possible 541-651

Container volume 561

Length 1200 mm

Hight 950 mm

Width 590 mm

Weight 80 kg
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Power transmission

ltem |Article number  |Name
1|SPR8.00.02 Mounting plate
2|SPR8.00.03 Stator housing front
3|SPR8.00.06 Rubber plate
4]A22.070.00 Shaft boot
5|A22.060.02 Packing
6|A22.060.03 Sealing
7|SPR8.00.09 Support
8|SPR8.00.10 Locknut
9|SPR8.05.00 Adapter
10[SPR8.06.00 Bolt
11|SPR8.07.00 Shaft
12|SPR8.12.01 Rotor
13|SPR8.12.02 Stator
14|SPR8.13.00 Motor
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Valve system

lkem _[Article number [Name
1|SPR8.00.01 [Plate
2|SPR8.00.11 [Adapter
3|SPR8.00.12 [Seal
4|SPR8.00.16 INipple
5|SPR8.00.17 [Seal
6|SPR18.00.18 [Pipe tee
7|SPR8.00.19 [Elbow
8|SPR8.00.20 [Adapter
9|SPR8.17.00 [Hose
10[10450 [Pressure sensor
11[SPR8.00.24 [Manometer
12/SPR8.08.10 [Valve housing
13/SPR8.08.01 [Plug
14[10128.02 [Spring holder
15[SPR8.08.02 [Valve head
16101297 [Seat
17|SPR8.08.13 [Seal
18[SPR8.08.14 [Seal
19/SPR8.08.15 [Hose connector
20[10126 [Valve ball
21[10127 [Valve spring
22[SPR811.01 [Pressure release valve body
23[SPR8.11.02 [Knob
24]5P25.003.1 [Ball
25[SPR8.16.00 [Fose
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